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MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: Litex Inc.
Product Name: Epoxy Pastel Base (DISCONTINUED)



MATERIAT, SA¥ETY DATA SHEET

SRODUCT MAME: EPCXY PASTEL BASE
L0DUCT CODE: LB201

T T T T 1 SECTION I

MANUFACTURER'S NAME: Litex, Inco.

MANUFACTURER IDENTIFICATION

HMIS QODES: H F R P
2 1 ¢

ADDRESS: 5985 N.W. 318t AVENUE, FORT LAUDERDALE. FL. 33309
EMERGENCY PHONE: (954) 9%70-0361 INFORMATION PHONE: (854) 970-0361
DATE PREPARED : 07-24-S5¢ NAME OF PREFARER : A.K. CLARKE
sss=r===== SECTION II - HAZARDOUS INGREDIENTS/IDENTITY INFORMATION ===
QUCUPATIONRL EXPOSURE LIMITS VALOR PRESSURE WEIGHT
HAZ)’\R‘D{?‘US CUMPONENTS CAS NUMEER OSHA PEL ACGIR TLV CTHER wm Hy @ TEME® FERCENT
Drethylens Glycol Mopomethyl Ether 111-7Val TOne jilelol] none 0.1 EBE < 5.0%
SALT OF POLYCARROMYLIC ACLD / TAMOL 165 DISPERSANT FPROFRIETAR NONB NCNE HCHE 17,9 68F « 5.0%
INQRCANIT MrIAL GXIGE 13463-67-7 10mg/M3 10mgy/M3 N/A 20
TETRAETHY LENEPENLAMINE 112-57-2 0.0 68F < 5.0%
ACRYLIC COPOLYMER FROPRIETAR NONE NONE NONE 17.0 GEF 35
swzz====z=sw=== SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS =======
BOILING RANGE: 212 to 5000 Deg F SPECIFIC GRAVITY (H20=1): 1.2

VAPOR DENSITY: HEAVIER THAN AIR
COATING V.0.C. 1 1.81 LB/GL {

EVAPORATION RATE: SLOWER THAN ETHER

217 GR/LT)

SOLUBILITY IN WATER: Dilutakle with water
APPEARANCE AND QDOR: Gray pigmented disgpersion with slight amine odor

SECTION IV

FLASH POINT: 188 Deg F
FLAMMABLE LIMITS IN AIR BY VOLUME-

EXTINGUISHING MEDIA: FORM, COCZ,

SPECIAL FIREFIGHTING PROCEDURES

FIRE AND EXPLOSION HAZARD DATA

LOWER:

METHOD USED: TCC
0.8% TUPPER:

DRY CHEMICAL

Waktexr epray may be useful in winimizing vapoxs &nd cooling containsrs exposed to heat and Elame.
#irefighters should be equipped with sclfoontained breathing apparabus and turn cut gear.

AMTUSUAL FIRE AND EXPLOSION HAZARDS

known unusual fire oy explosion hazards.
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PEEF PR - 3 3 ] SECTION v - REACTIVITY DATA T EsSRRRTIIEESEREEEESS

" JABILITY: STABLE
CONDITIONS TO AVOID

open lames, welding or other high rtemperature sources which way induce thermal deconpcsition.

INCOMPATIBILITY (MATERIALS TO AVOID)

No hazardous reactioms are expected Lo ofcur under normal application eomditiconz

HAZARDOUS DECOMPOSITION OR BYPRODUCTS

May produss hazardous fumes =uch as Corpon Monoxide, Carbon Dioxide and Owides of Nitrogen upon thermal decomposition,

HAZARDOUS POLYMERIZATION: WILL NOT QCCUR

T P T SECTTON VI - HEALTH HAZARD DATA A ETTCooESSERSERT=—==

INHALATION HEALTH RTSKS AND SYMPTOMS OF EXPOSURE

Inhalation of vapor or migt can cause headache, naused, rritation of nose, throat and lungs.
Excengive inhalation cun pmoduce dizzinesu.

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE
Can cause scvexs wye irritation and pogsible corneal injury.
Prolonged or repedated skin contsst can  cauvse alight skin irricagion.

SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE

tain componente will be suserbed through the gkin and promote texic gifcots. Symptoms include redness and bucning.

INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE

Swullowing muy ¢ausSe gastrointedtinak rrritacion,

HEALTH HAZARDS (ACUTE AND CHRONIC)

Repé-:«ted and prolonged ocoupational overexposure may produce nagal & respiratory izritatidm.

Also may produce effects on the central nérvous system such 46 dizziness, nawsea, weakness, fstigue and headaches,
Intentional misuse by delisracely concentrating and inhaling che contents may be harmful or fatul.

CARCINOGENICITY: NTF? NO TARC MONOGRAPHS? NO OSHA REGULATED? NO

Product ¢ontains ne kngwn carcinogen.
MEDICAL, CONDITIONS GENERALLY AGGRAVATED BY EXPCOSURE

EMERGENCY AND FIRST AID PROCEDURES

Onthe akin, whsh afiscted areas with eoap and water. Remove and launder contaminaced clothes befors reuss.
In the ayes, wash ayes immediately with fubning water for 1B minutes, 1f irritated, get medical attention,
If ingested,dilute with water and induce vemitting providing perscn is consciousand noncopvulsive. Get medical help.

1f inbalwd, remove person to Lresh air, restore or aid in breathing if necessary «nd get wedical sttencicn immediately.
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soe=wmzz=== SECTION VII - PRECAUTIONS FOR SAFE HANDLING AND USE sS=s=s=====

'BpS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
For small spiil, wwe abecrbeat such 8 vermiculice or other floor sdotevbent for cleaing up.
For large spill, sencve all lgaition sources and persons not wearing protective equipment frem the area.Notify authority

WASTE DXSPOSAL METHOD

Do net aiacharge to sewer, watcrahed or waterway,
Uispons of product 1n accordance with  applicable lowal, state and federal regelatiang.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING
¥eep material from fresring. Do not store above 120F or below 34F. Use adequate ventillation when applying the product.
Cooue qontainer after each use. Xeep ocut of roach of children,

OTHER PRECAUTIONS

=m.=======l============ SECTION VIII - CONTROL MEASURES =s=z==========z========

RESPIRATORY PROTECTION
doors or opEn arvan regize (NIQSH/MEHA approved) mechanical filter reespirator for overspray purticulatéag.
s reatrlcred ventillated arcas, use (NIOSH/MSHA wpprovex) chemigal-mechaniea) filters for combined particlcs and vapor.

VENTILATION

Uac ventillatinn ac pequired to oonlrol vapor concentratione, Avoid prolonged or ropeoted bresthing of vapors.

Uae locl vencillation with 4 miniman ¢spbwre velpciGy ot 100 ft/min {0.5m/s) at point of vapor cevolution,

PROTECTIVE GLOVES

Woar prokéctive gloves that are impermesble such as necprens or rosistant gleves fSaih & buryl pubber.

EYE PROTECTION

Cnemical aplash gogilcs arc idegl but safcty glasses in complianecs with OSHA are sldo recommended.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT

To provent skin contackt, wear impervious clorthing and boots.

WORK/HYGIENIC PRACTICES

Wauh bandg tharoughly before eating and using resatroom,

s SECTION IX - DISCLAIMER L2 2300 g S -t
DISCLAIMER

inove information refers to product oy mapvEagtused currrently. As Sommenly done end-users amploy additives to product.
sitivea to thin, reducs or provide n diffcrent characteristic will alter the finw) chemical camposition of the product
When thin is done the attendant hazards are also altered. Litex will not azmsume liability,



